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| | Pt Sl 1. ELECTRICAL CHARACTERISTICS :
14.30 1-1 CURRENT RATING : 34
|| : L A CURRENT OF 3 A IS APPLIED 10 THE VBUS (PIN 1) ||
| AND ITS  CORRESPONDING GND (PIN 4)
10.15-10.50_, 1-2 VOLTAGE RATING : DC 5V
1-3 DIELECTRIC WITH STANDING :100 V AC
_ ] | | 1-4 INSULATION RESISTANCE : 100MQ)
il B R O 1-5 CONTACT RESISTANCE
~ INITIAL 30 MILLIOHNS VAX FOR VBUS AND GND CONTACT,
D 1 I /!21\..‘.-‘, I INITIAL 50 MILLIOKMS MAX FOR ALL OTHER CONTACT,
l///éll.h AFTER DURABILITY 10 MILLIOHNS VAX CHANGE,
| I | —— T — 2. MECHANTCAL CHARACTERTSTICS :
M M i o i 2-1 INSERTION FORCE : 3.57 Kgf MAX
| | 9-2 WITHDRAVAL FORCE :1.02 Kgf MIN INITIAL , 0.82 Kgf MIN AFTER DURABILITY.
R iiaray 2-3 DURABILITY : 5000 CYCLES
|| iy - 3. ENVIROVMENTAL
Secti B-B 3-1 OPERATING TEMPERATURE: : -40°C TO +85°C
ection 4. RECOMNENDED PROCESS: IR REFLOW PEAK TEMPERATURE 260+5°C
5. THE CONNECTOR IS ROHS COMPLIANT AND HALOGEN FREE.
6. WHEN PLUG IS INSERTED INTO CONNECTOR IN WORSE CONDITION,
SPRING TIP TOUCH PCB. SO INHIBIT CIRCUIT IN SPRING TIP AREA.
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S 0.40(7X 0.33 . Pin Number |Signal Name | Description
N (7%) ﬂj» Al 0.33 =2 1 VBUS POWER
] AN | ~— _
W 518 o= : D USB. 0 differential pair
4 3|2 1 Ol = S 3 D+
o |_l_| 084, —| | NI 4 GND Ground for Power Return
- | m 'C\> Z i 55 RI- Superspeed receiver differential pair
I B Bs 6 S RYF
2 (_Jj 7 GND DRAIN | Ground for Power Return
p | 8 S5 X Superspeed transmitter differential pair
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